
Speakers : S Series

S 5425

DESCRIPTION :
The SM Professional S5425 is a premium high power dual 15" 1100W (RMS) / 2200W (Peak) passive loudspeaker system.

Engineered with high-quality RCF transducers and SM Professional's stellar sonic tuning, the speaker delivers exceptional
sound quality in a wide range of live, touring, DJ, and install applications.

FEATURES :

Premium high power dual 15" 1100W (RMS) passive
loudspeaker system.

Engineered with high-quality custom-designed RCF
transducers and SM Professional's stellar sonic tuning and
optimization.

State-of-the-art crossover design for highest audio efficiency
and fidelity.

Active MOSFET technology for optimal HF driver protection.

Unique back firing ports for powerful bass response.

Exceptional sound quality with a wide frequency bandwidth
and dynamic range.

Professional-quality dual Speakon connectors for input
connectivity and linking additional loudspeakers.

High-endurance and durable cabinet design with a rugged
paint finish built for the road.

Ergonomically-shaped handles for easy transportation.

Heavy-gauge perforated metal grille for optimal speaker
protection.

Ideal for high-end outdoor and indoor DJ, live, touring and
installed sound reinforcement applications.

SPECIFICATIONS :

Series S Series

Type 2-way Speaker

Power Output - RMS / Peak (Watts) 1100 / 2200

Frequency Response 40-20000

Impedance (Ohm) 4

Sensitivity (1w @1m) dB 99.5

Max SPL (dB) 134

LF Driver Size 2 x 15" Woofer with 3" Voice coil

HF Driver Size 1.4" Exit, 2.5" Voice coil

Input Connector 2 x Speakon
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Dimension (W x D X H) mm 450 x 530 x 1160

Net Weight (Kg) 55

Specifications from the official SM Professional literature. Issued for customer reference.
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